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CACHE COHERENCE PROTOCOL FOR A MULTIPLE BUS 
MULTIPROCESSOR SYSTEM 



FIELD OF INVENTION 

This invention relates generally to computer systems and more specifically to 
cache memory systems and still more specifically to coherency protocols for cache 
memory systems in multiprocessor computer systems. 

BACKGROUND OF THE INVENTION 

Most computer systems employ a multilevel hierarchy of memory systems, 
with relatively fast, expensive, limited-capacity memory at the highest level of the 
hierarchy and proceeding to relatively slower, lower cost, higher-capacity memory 
at the lowest level of the hierarchy. Typically, the hierarchy includes a small fast 
memory called a cache, either physically integrated within a processor integrated 
circuit or mounted physically close to the processor for speed. There may be 
separate instruction caches and data caches. There may be multiple levels of caches. 

The minimum amount of memory that can be transferred between a cache 
and a next lower level of the memory hierarchy is called a line, or block, or page. 
The present patent document uses the term "line," but the invention is equally 
applicable to systems employing blocks or pages. It is common to use some of the 
bits of the line address to index the cache, and the remaining set of bits of each 
physical address are stored, along with the data, as the tag. 

Many computer systems employ multiple processors, each of which may 
have multiple levels of caches. Some caches may be shared by multiple processors. 
All processors and caches may share a common main memory. A particular line 
may simultaneously exist in memory and in the cache hierarchies for multiple 
processors. All copies of a line in the caches must be identical, a property called 
coherency. The protocols for maintaining coherence for multiple processors are 
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called cache coherence protocols. If a processor changes the contents of a line, only 
the one changed copy is then valid, and all other copies in caches and memory must 
be then be updated or invalidated. If the copy of a line in memory is not identical to 
a copy in a cache, then the line in memory is referred to as a "stale" line, and the 
line in the cache is referred to as being "dirty". The "most current copy" of a 
modified line is the most recently modified copy. If the luie is cached but not 
modified, the most current copy is any copy, including the copy in memory. If the 
line is not cached, the most current copy of a line is in memory. 

Cache coherence protocols commonly place each cached line into one of 
multiple states. One common approach uses three possible states for each line in a 
cache. Before any lines are placed into the cache, all entries are at a default state 
called "invalid". When an uncached physical line is placed into the cache, the state 
of the entry in the cache is changed from invalid to "shared". If a line is modified 
in a cache, it may also be immediately modified in memory (called write through). 
Alternatively, a cache may write a modified line to memory only when the modified 
line in the cache is invalidated or replaced (called write back). For a write-back 
cache, when a line in the cache is modified, the state of the entry in the cache is 
changed to "modified". The three-state assignment just described is sometimes 
called a MSI protocol, referring to the first letter of each of the three states. 

A common variation adds one additional state. In the variation, when a 
physical line is copied into the cache, if no copy of the line exists hi any other 
cache, the line is placed in an "exclusive" state. The word "exclusive" means that 
exactly one cache hierarchy has a copy of the line. If a line is m an "exclusive" 
state in a cache hierarchy for a first processor, and if a second processor requests 
the same line, the line will then be copied into two cache hierarchies, and the state 
of the entry in each cache is set to "shared". This four-state assignment just 
described is sometimes called a MESI protocol, referruig to the first letter of each 
of the four states. There are many other variations. 
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A cache "owns" a line if the cache has permission to modify the line without 
issuing any further coherency transactions. If a cache owns a line, the line is 
potentially dirty (modifiable), and may be actually dirty (modified). There can only 
be one "owner" of a line. If the current owner of a line has modified the line, the 
most current copy of a line is always obtained from the current owner. If a line has 
not been modified, the most current copy of the line is any copy, including the copy 
in memory. For any cache coherence protocol, the most current copy of a cache line 
must be retrieved from the current owner, if any, and a copy of the data must be 
delivered to the requestor. If the line is to be modified, ownership must be acquired 
by the requestor, and any shared copies must be invalidated. 

There are three common approaches to determine the location of the owner 
of a line, with many variations and hybrids. In one approach, called a snooping 
protocol, or snoop-based protocol, the owner is unknown, and all caches must be 
interrogated (snooped) to determine the location of the most current copy of the 
requested line. All requests for access to a cache line, by any device in the system, 
are forwarded to all caches in the system. Eventually, the most current copy of a 
line is located and a copy is provided to the requestor. 

In a second approach, called a directory-based protocol, memory is provided 
to maintain information about the state of every line in the memory system. For 
example, for every line in memory, a directory may include a bit for each cache 
hierarchy to indicate whether that cache hierarchy has a copy of the line, and a bit 
to indicate whether that cache hierarchy has ownership. For every request for access 
to a cache line, the directory must be consulted to determine the owner, and then 
the most current copy of the line is retrieved and delivered to the requestor. 
Typically, tags and status bits for a directory are stored in main memory, so that a 
request for state information cycles main memory and has the latency of main 
memory. 
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A third approach is a global coherency filter, which has a tag for every line 
in the cache system. A coherency filter is a snoop system with a second set of tags, 
stored centrally, for all caches in the system. A request for a cache line is 
forwarded to the central filter, rather than to all the caches. The tags for a 
coherency filter are typically stored in a small high-speed memory. 

For relatively small systems, with one bus or with only a few buses, snoop- 
based protocols provide the best performance. However, snoop-based systems 
increase bus traffic, and for large systems, snoop traffic can limit overall 
performance. Directory-based systems increase the time required to retrieve a line 
(latency), but require less bus traffic than snoop-based systems. For large multiple 
bus systems, where bus traffic may be more important than latency, directory-based 
systems typically provide the best overall performance. Many computer systems use 
some sort of hybrid of snoop-based and directory-based protocols. For example, for 
a multiple bus system, snoop-based protocols may be used for coherency on each 
local bus, and directory-based protocols may be used for coherency across buses. 

There is an ongoing need for improved cache coherence protocols, 
particularly for large multiple bus multiprocessor systems. 

SUMMARY OF THE INVENTION 

A computer system in accordance with the invention maintains a list of tags 
(called a Global Ownership Tag List (GOTL)) for all the cache lines in the system 
for which a cache has ownership. That is, for each tag in the GOTL, the 
corresponding line may be dirty, or may be only potentially dirty (modifiable). If a 
line is requested by a device, the line's tag is compared against the GOTL. There 
are four cases, depending on whether the requested line will be shareable by the 
requestor, or owned by the requestor, and whether the requested line is in the 
GOTL: (1) shareable, GOTL miss; (2) shareable, GOTL hit; (3) owned, GOTL 

# 1 0007099 



miss; (4) owned, GOTL hit. For case (1), the line is not in the GOTL, no cache has 
ownership, so the line is retrieved from memory. There is no need to update the 
GOTL for a shareable line. For case (2), a requesting device requests a line, but not 
ownership, the line is in the GOTL, some cache has ownership, and the most 
current data is returned to the requestor. Since the owner may modify the line 
without issuing a coherency transaction, if the line remains owned it would be 
possible to violate coherency, so ownership must be revoked (the entry in the 
GOTL is removed). For case (3), a requesting device requests ownership, the line is 
retrieved from memory, and space for a new entry in the GOTL is allocated to 
indicate that the line is now owned by the requestor. For case (4), a requesting 
device requests ownership, the line is in the GOTL, some cache has ownership, and 
the most current copy of the data and ownership are both transferred to the 
requestor. For case (4), ownership is changed, so the GOTL is updated to designate 
the new ownership. 

There may be one central GOTL. Alternatively, the GOTL may be 
distributed, so that every device that can request a copy of memory data (for 
example, processors, bus bridges, and snoop filters) maintains a local identical copy 
of the GOTL. The number of tags in a GOTL can be much smaller than the number 
of lines in all the caches in the system. For a limited size GOTL, an existing tag 
may need to be evicted to make room for a new tag. A line associated with an 
evicted tag must be written back to memory if the line was actually modified. 
Typically, a GOTL can be much smaller than a directory or a global coherency 
filter, and can provide better performance than a directory-based system or a global 
coherency filter system. In addition, a GOTL can remain fixed in size even if the 
size of main memory changes, or if the size of the caches changes, because a GOTL 
is inclusive only of the modified or modifiable lines in the system, rather than all 
the cache lines in the system, 

# 1 0007099 



BRIEF DESCRIPTION OF THE DRAWINGS 

Figure 1 is a flow chart of a request for a line, without requesting ownership, in a 
system with a GOTL, in accordance with the invention. 

Figure 2 is a flow chart of an request for ownership, ui a system with a GOTL, in 
accordance with the invention. 

Figures 3A and 3B are block diagrams of an example computer system, with a 
separate coherency bus, and with a GOTL. 

Figures 4A and 4B are block diagrams of a second example computer system, with 
point-to-point connections to main memory, and with a GOTL. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT OF THE 
INVENTION 

For any cache coherence protocol, if a requested line is not owned (dirty or 
potentially dirty), then any copy, and in particular, the copy in main memory, is 
sufficient. If the line could possibly be made dirty, then ownership must be 
transferred from the current owner, if any, to the requesting device. If the line is 
already dirty, then the most current copy must be returned to the requestor, and 
ownership must be transferred from the current owner to the requesting device. 
Accordingly, whether or not a line is owned by a cache is an essential piece of 
mformation needed for coherence in a multiple cache system. Consider a system in 
which cached lines have only two metastates for purposes of coherence: owned or 
shareable. All shareable cache lines are not owned by any device. All owned cache 
lines are potentially modifiable. If a device has access to a list of owned lines and 
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their owners, then the device effectively knows all that is absolutely required to be 
known about the state of each line for purposes of coherence. 

In accordance with the invention, a computer system may maintain a list of 
tags and their owners (called a Global Ownership Tag List (GOTL)), for all the 
5 owned cache lines in the system. In some systems, the metastate "owned" 

corresponds to a single state. For example, for a MSI system, the GOTL may 
maintain a list of all lines in the system havmg a state of "modified". For a MESI 
system, when a line in the "exclusive" state is modified, the state is locally changed 
to "modified". However, it is not necessary to broadcast the change of state to other 

# parts of the system, because there is only one copy. For a MESI or similar system, 
O *e GOTL needs to add a line to the list when the line is assigned the "exclusive" 

state, because the line may later be modified without notification to the rest of the 
y system. Accordingly, for a MESI system, the computer system may maintain a list 

of all lines in the system having a state of "exclusive" or "modified". 

There may be one central GOTL. Alternatively, the GOTL may be 

• J distributed, so that every device that can request a copy of memory data may 

U maintain an identical copy of the GOTL. Examples of devices that can request a 

copy of memory data include processors, bus bridges, and snoop filters. For either 
embodiment, if a line is requested by a device, the tag for the line is compared 

20 against the GOTL (central list, or list maintained by the requesting device). 

Figures 1 and 2 illustrate the four possible conditions. In figure 1, a device 
requests a line, but not ownership (step 100). If the tag is not in the GOTL (test 
102), then no cache owns the line, and the line is copied from memory (step 104). 
If the line is m the GOTL (and if the requestor is not the owner), then the most 

25 current copy of the line is obtained (step 106). Since the owner may modify the line 

without issuing a coherency transaction, if the line remains owned it would be 
possible to violate coherency. Therefore, the entry in the GOTL is removed and the 
line is copied to memory (step 108). In figure 2, a device requests a line and 
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ownership of the line (step 200). If the tag is not in the GOTL (test 202), then the 
line is copied from memory (step 204). In addition, since the requesting device is 
now the owner of the line, a new entry must be allocated in the GOTL (step 206) to 
designate the new ownership. Note that in order to allocate a new entry, an existing 

5 entry may have to be evicted. This is discussed in more detail later. If the tag is in 

the GOTL (and if the requestor is not the owner), then the most recent copy of the 
line is obtained (step 208). For either path, ownership is transferred (step 210), and 
the GOTL is updated to designate the new ownership (step 212). 

Figure 3A illustrates an example cache-coherent, shared-memory, 

10 multiprocessor computer system, with a distributed GOTL, and multiple buses. The 

computer system in figure 3A has multiple nodes, each comprising a CPU 300, 
cache memory 302, and a GOTL 304. All the nodes share a main memory 306, and 
share a memory bus 308 for memory transactions. In figure 3A, coherency bus 
traffic is moved to a separate coherency bus 310. The coherency bus 310 may 

15 alternatively be a network, or any interconnection system that can provide ordering 

of transactions, so that each GOTL sees transactions in the same order. Again, 
multiple CPU's may share one cache memory, and multiple CPU's may share one 
GOTL. Figure 3B illustrates a two-bus system as in figure 3A, but with a central 
GOTL 312 on the coherency bus 308. 

20 Figure 4A illustrates an alternative example system, with a distributed 

GOTL. The computer system in figure 4A has multiple nodes, each comprising a 
CPU 400, cache memory 402, and a GOTL 404. All the nodes share a main 
memory 406. Coherency bus traffic uses a dedicated coherency bus 408. 
Communication between nodes and main memory is point-to-point. Again, multiple 

25 CPU's may share one cache memory, and multiple CPU's may share one GOTL. 

Figure 4B illustrates point-to-point memory communication as m figure 4A, but 
with a central GOTL 410 on the coherency bus 408. With point-to-point 
communication, all nodes can access the main memory 406 simultaneously. A 
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system as in figures 4A and 4B allows a large percent of memory transactions to be 
sent directly to memory without the need to globally snoop, and without the need to 
wait for snoop responses. In addition, global arbitration and snoop queuing delays 
are reduced. In general, point-to-point technologies may be made faster than bus 
5 technologies. Accordingly, a system as in figures 4 A and 4B may have substantially 

improved performance compared to the system in figures 3 A, 3B. 

For a central GOTL configuration, some bus traffic is needed to determine 
the state of the line, but this can be done without cycling memory, and with less 
^1 latency than a memory read. In a GrOTL based system, a simple read of a shared 

^t10 line does not require the list to be updated, as opposed to a directory-based system, 

'"-si 

3 or to a global coherency filter, which require the memory controller or filter to 

4 update tags to indicate yet another copy of the line in use. The only time a GOTL 

i needs to be updated is when a line transitions from owned to shared, from shared to 

owned, or when ownership changes. These are the only transactions that need occur 

:315 on the coherency bus. Accordingly, a central GOTL improves performance relative 

I to a directory-based system, and relative to a global coherency filter system. 

For a distributed GOTL configuration, the only broadcast traffic is for 
requests for ownership. In a distributed GOTL embodiment, if an owned line is 
retrieved, the system can direct the transfer of the data and the ownership without 

20 requiring further bus traffic to determine the state of the line. Accordingly, a 

distributed GOTL system improves performance relative to a central GOTL system, 
at the expense of multiple copies of the GOTL. 

When ownership of a line is changed, the former owner must invalidate its 
copy of the line. Whenever a new line entry is added to the GOTL, all caches must 

25 invalidate their local copies of the line. In the case of a distributed GOTL, each 

cache associated with a GOTL will invalidate its copy of a line when it observes the 
broadcast of a line insertion request. Thus, the receipt of an allocate transaction 
triggers an invalidate transaction on local buses. 
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As discussed above, a GOTL improves performance relative to a directory, 
or to a global coherency filter. An additional important advantage of a GOTL, 
compared to alternatives, is size. A GOTL can be much smaller than a directory or 
a global coherency filter. A directory must be able to reference every line in 
memory. A global coherency filter must reference every line in all caches. In 
contrast, a GOTL only has to reference every owned line, and many cached lines 
are not owned. In addition, if memory is added, a directory must increase in size. If 
caches are added, a global coherency filter must increase in size. In contrast, a 
GOTL can remain one size, even if memory and caches are added, because the size 
of the GOTL can limit the number of owned lines. 

A limited-size GOTL may fill. If the list is full, then an old owned line must 
be evicted to make room for a new owned line. This is a familiar problem for 
caches, and many known replacement algorithms may be used to determine which 
line to replace. For example, the oldest owned line may be evicted (first-in-first- 
out), or eviction may be pseudo-random, etc. A line associated with an evicted tag 
must be written back to memory if actually modified. If the GOTL is distributed, 
and if all GOTL's use the same eviction algorithm, then since all GOTL's see all 
insertion requests, they will all evict the same line without need of an additional 
broadcast. 

In addition to a replacement algorithm for a full list, strategies may be 
employed to help prevent the list from filling. For example, owned Imes could be 
written back to memory when specific events occur. For example, the age of each 
entry could be monitored, and lines evicted if they remain in the list for longer than 
a specified time. Alternatively, during idle times, even if the list is not full, a 
replacement algorithm could choose owned lines to be written back to memory, and 
the corresponding tags would be removed from the list. 

Like other cache coherence protocols, a GOTL based system must arbitrate 
simultaneous requests for the same line. A specific order of ownership transition 

# 1 0007099 



- 11 - 

must be followed by all devices. On a snoop based system, arbitration and ordering 
is enforced by the bus on which two requests collide. In a directory-based system, 
arbitration and ordering is enforced by the manager of the tags. For arbitration and 
ordering, a GOTL based system can mimic either a snoop based system, or a 
5 directory-based system, or a hybrid of both. A central GOTL based system may 

use a central resource, such as a coherency bus architecture or memory controller, 
to arbitrate and control order. A distributed GOTL based system may use industry 
standard arbitration techniques. 

The foregoing description of the present invention has been presented for 
;' jlO purposes of illustration and description. It is not intended to be exhaustive or to 

• 3 limit the invention to the precise form disclosed, and other modifications and 

variations may be possible in light of the above teachings. The embodiment was 
4 chosen and described in order to best explain the principles of the invention and its 

practical application to thereby enable others skilled in the art to best utilize the 
r |15 invention in various embodiments and various modifications as are suited to the 

.; f particular use contemplated. It is intended that the appended claims be construed to 

; f include other alternative embodiments of the invention except insofar as limited by 

the prior art. 
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CLAIMS 

What is claimed is: 

1. A computer system comprising: 

a plurality of memory caches; 
a list containing; 

an address reference for every line in the plurality of memory caches 
for which a corresponding line in memory may not be identical; and 
an indicator of which cache owns each line; and 
the list not containing; 

address references for lines that are shared or uncached; and 
data corresponding to the address references. 

2. The computer system of claim 1 wherein the address reference is a tag. 

3. The computer system of claim 1, wherein the indicator of which cache owns the 
line is a single bit. 

4. The computer system of claim 1, wherein the number of address references that 
the list can hold is substantially less than the total number of lines that can be stored 
in the plurality of memory caches. 

5. The computer system of claim 1, wherein the list comprises a single list shared 
by all devices in the computer system. 

6. The computer system of claim 1, wherein every device that can request a copy of 
memory data maintains a local copy of the list. 
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7. A method for maintaining cache coherency in a computer system, comprising: 

entering into a list, an address reference for all lines that are owned; 
not entering into the list address references for lines that are shared or 
uncached; and 

updating the list only when ownership of a line changes. 

8. The method of claim 7, further comprising: 

removing an address reference to a line, from the list, when the line is 
written to memory. 

9. The method of claim 7, further comprising: 

allocating a new entry in the list when a line is not referenced in the list and 
ownership of the line is requested by a device. 

10. The method of claim 9, the step of allocating a new entry in the list further 
comprising: 

evicting a line from the list; and 
copying the evicted line to memory. 

11. The method of claim 7, further comprising: 

removing an address reference to a line, from the list, when the line has 
remained in the list for longer than a specified time. 

12. The method of claim 7, further comprising: 

removing an address reference to a line, from the list, even when the list is 
not full, to help prevent the list from filling. 
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ABSTRACT OF THE DISCLOSURE 

A computer system maintains a list of tags (called a Global Ownership Tag 
List (GOTL)) for all the cache lines in the system that are owned by a cache. The 
GOTL is used for cache coherence. There may be one central GOTL. Alternatively, 
the GOTL may be distributed, so that every device that can request a copy of 
memory data maintains a local copy of the GOTL. The GOTL can be limited to a 
relatively small size. For a limited size list, a tag may need to be evicted to make 
room for a new tag. A line associated with an evicted tag must be written back to 
memory. 
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beiow: 



APPLICATION SERIAL NUMBER 



N/A 



FILING DATE 



U. S. Priority Claim 

1 hereby claim the benefit under Title 35, United States Code, Section 120 of any United States application{s) listed below and, 
insofar as the subject matter of each of the claims of this application is not disclosed in the prior United States application in the 
manner provided by the first paragraph of Title 35, United States Code Section 112, I acknowledge the duty to disclose material 
information as defined in Title 37, Code of Federal Regulations, Section 1.56(a) which occurred between the filing date of the prior 
application and the national or PCT international filing date of this application: 



APPLICATION SERIAL NUMBER 


FILING DATE 


STATUS (patented/pending/abandoned) 


N/A 



















POWER OF ATTORNEY: 

As a named inventor, I hereby appoint the following attorney(s) and/or agent(s) to prosecute this application and transact all 
business in the Patent and Trademark Office connected therewith: 



Customer Number 022879 



Place Customer 
Number Bar Code 
Label here 



Send Correspondence to: 


Direct Telephone Calls To: 


HEWLETT-PACKARD COMPANY 




Intellectual Property Administration 


Augustus W Winfield 


P.O, Box 272400 


Fort Collins, Colorado 80527-2400 


(970) 898-3142 



I hereby declare that all statements made herein of my own knowledge are true and that all statements 
made on information and belief are believed to be true; and further that these statements were made with 
the knowledge that willful false statements and the like so made are punishable by fine or imprisonment, 
or both, under Section 1001 of Title 18 of the United States Code and that such willful false statements 
may jeopardize the validity of the application or any patent issued thereon. 



Full Name of Inventor: Blaine P. Ga ither 
Residence: 

Post Office Address: Same as residence 



Citizenship: yg 



1600 Serramonte Drive Ft Collins, CO 80524-1718 



(nventor's Signature 
Rev 10/00 (DecPwr) 



Date 

(Use Page Two For Additional Inventor (s) Signature{s)} 
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DECLARATION AND POWER OF ATTORNEY 
FOR PATENT APPLICATION (continued) 



ATTORNEY DOCKET MO. 10007099-1 



Full Name of # 2 joint inventor: RuSS W Herrell 
Residence: 
Post Office Address: 



Citizensiiip: US 



417 Ridgewood Court Ft Collins CO 80524 



Same as residence 



Inventor s Signature 



Date 



Full Name of # 3 joint inventor: 

Residence: 

Post Office Address: 



Inventor s Signature 



Citizenship: 



Date 



Full Name of # 4 Joint inventor: 

Residence: 

Post Office Address: 



Inventor" s Signature 



Citizenship: 



Date 



Full Name of # 5 joint inventor: 

Residence: 

Post Office Address: 



inventor s Signature 



Citizenship: 



Date 



Full Name of # 6 joint inventor: 

Residence: 

Post Office Address: 



inventor s Signature 



Citizenship: 



Date 



Full Name of # 7 joint inventor: 

Residence: 

Post Office Address: 



inventor s Signature 



Citizenship: 



Date 



Full Name of # 8 joint inventor: 

Residence: 

Post Office Address: 



Citizenship: 



inventor s Signature 



Date 



Rev 1 0/00 (DecPwr^ 



(Use Page Two For Additional lnventor{s) Signature(s)) 
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